
Product Colour Listing & Codes - May 2025

Luvanto Design Luvanto Click+ Finishing 
StripsSmall Plank Rectangle Tile Square Tile Contemporary 

Herringbone
Traditional 

Herringbone
Plank Herringbone Tile

Size
152mm x 
914mm x 

2.5mm

305mm x 
610mm x 
2.5mm

305mm x
305mm x

2.5mm

107mm x 
534mm x 

2.5mm

76.2mm x 
304.8mm x 

2.5mm

180mm x 
1220mm x 

5mm

126mm x
630mm x

6mm

305mm x 
610mm x 

5mm

2700mm x 
16mm x

6mm
Pack Coverage 3.34m2 3.34m2 1.86m2 2.28m2 2.32m2 2.20m2 1.43m2 2.22m2

Pieces Per Pack 24 18 20 40 100 10 18 12
Bevelled Edge Bevel Bevel Bevel Bevel Bevel Micro-bevel Micro-bevel Micro-bevel

Arctic Maple QAF-LVP-31 QAF-LKP-06 QAA-FSP-08
Lakeside Ash QAF-LVP-30 QAF-LKP-05 QAA-FSP-13
White Oak QAF-LVP-18 QAF-DES-10 QAF-LKP-12 QAF-LKH-05 QAA-FSP-01
Pearl Oak QAF-LVP-34 QAF-DES-16 QAF-DES-06 QAF-LKP-08 QAA-FSP-16
Washed Grey Oak QAF-LVP-11 QAF-DES-17 QAF-DES-05 QAF-LKP-01 QAA-FSP-02
Winter Oak QAF-LVP-28 QAF-LKP-04 QAA-FSP-21
Bleached Larch QAF-LVP-05 QAF-LKP-18 QAA-FSP-10
Natural Oak QAF-LVP-01 QAF-DES-13 QAF-DES-02 QAF-LKP-03 QAF-LKH-06 QAA-FSP-14
Country Oak QAF-LVP-12 QAF-DES-15 QAF-DES-01 QAF-LKP-02 QAA-FSP-05
Harvest Oak QAF-LVP-02 QAF-LKP-14 QAA-FSP-06
Distressed Olive Wood QAF-LVP-08 QAF-LKP-15 QAA-FSP-11
Reclaimed Oak QAF-LVP-32 QAF-DES-09 QAF-LKP-09 QAF-LKH-07 QAA-FSP-17
Sun Bleached Spruce QAF-LVP-19 QAF-LKP-10 QAA-FSP-20
Harbour Oak QAF-LVP-35 QAF-DES-08 QAF-LKP-16 QAA-FSP-12
Smoked Charcoal QAF-LVP-33 QAF-DES-11 QAF-DES-07 QAF-LKP-07 QAA-FSP-18
Misty Elm QAF-LVP-37 QAF-DES-12 QAF-LKP-19 QAA-FSP-23
Ebony QAF-LVP-13 QAF-LKP-17 QAA-FSP-04
Black Ash QAF-LVP-27 QAF-LKP-13 QAA-FSP-09
Priory Oak QAF-LVP-36 QAF-DES-14 QAF-DES-03 QAF-LKP-25 QAF-LKH-08 QAA-FSP-25
Oxford Grey QAF-LVP-38 QAF-LKP-20 QAA-FSP-22
Brushed Oak QAF-LVP-39 QAF-LKP-21 QAA-FSP-27
Cottage Oak QAF-LVP-40 QAF-LKP-22 QAA-FSP-26
Desert Driftwood QAF-LVP-41 QAF-LKP-23 QAA-FSP-28
Midnight Ash QAF-LVP-42 QAF-LKP-24 QAA-FSP-24
Fairfield Oak QAF-LVP-49 QAF-DES-22 QAF-LKP-32 QAA-FSP-38
Cognac Oak QAF-LVP-50 QAF-DES-23 QAF-LKP-33 QAA-FSP-39
Regal Oak QAF-LVP-47 QAF-LKP-30 QAA-FSP-36
Monarch Oak QAF-LVP-48 QAF-LKP-31 QAA-FSP-37

Silver Slate QAF-LVT-13 QAF-LKT-01 QAA-FST-04
Black Slate QAF-LVT-22 QAF-LVT-02 QAF-LKT-03 QAA-FST-02
Urban Grey QAF-LVT-24 QAF-LKT-02 QAA-FST-07
New Concrete QAF-LVT-26 QAF-LKT-04 QAA-FST-09
Carrara White QAF-LVT-28 QAF-LKT-06 QAA-FST-11
City Stone QAF-LVT-29 QAF-LKT-12 QAA-FST-16
Dove Stone QAF-LVT-30 QAF-LVT-31 QAF-LKT-13 QAA-FST-17

White also available QAA-FSP-WH

Premium Design Premium Click+ Finishing 
StripsPlank Tile Contemporary 

Herringbone
Basketweave Chevron Plank Tile Herringbone Basketweave Chevron

Size
192mm x 

1230mm x 
2.5mm

305mm x 
610mm x 
2.5mm

107mm x 
534mm x 

2.5mm

600mm x
600mm x

2.5mm

135mm x
538mm x

2.5mm

228mm x 
1220mm x 

5mm

305mm x 
610mm x 

5mm

126mm x
630mm x

6mm

600mm x 
600mm x 

6mm

305mm x 
1407.8mm x  

8mm

2700mm x 
16mm x

6mm
Pack Coverage 3.78m2 3.72m2 2.28m2 3.6m2 1.25m2 1.95m2 1.67m2 / †2.22m2 1.43m2 2.16m2 1.72m2

Pieces Per Pack 16 20 40 10 16 7 9 / †12 18 6 4
Bevelled Edge Bevel Bevel Bevel Bevel Bevel Micro-bevel Micro-bevel Micro-bevel Micro-bevel Micro-bevel

Latte Oak QAF-LVP-43 QAF-DES-18 QAF-LKP-26 QAF-LKH-01 QAA-FSP-29
Classic Oak QAF-LVP-44 QAF-DES-19 QAF-LKP-27 QAF-LKH-02 QAA-FSP-30
Golden Oak QAF-LVP-45 QAF-DES-20 QAF-LKP-28 QAF-LKH-03 QAA-FSP-31
Old English Oak QAF-LVP-46 QAF-DES-21 QAF-LKP-29 QAF-LKH-04 QAA-FSP-32

Glacier Grey† QAF-LKT-08† QAA-FST-15
Black Marble QAF-LVT-32 QAF-LKT-09 QAA-FST-12
Oyster Marble QAF-LVT-33 QAF-LKT-10 QAA-FST-13
Regency Stone QAF-LVT-34 QAF-LKT-11 QAA-FST-14
Chevron Chelsea Oak QAF-LVC-01 -
Chevron Norfolk Oak QAF-LVC-02 -
Chevron Summer Oak QAF-LKC-01 QAA-FSP-33
Basketweave Spring Oak QAF-LVB-01 QAF-LKB-01 QAA-FSP-34
Basketweave Autumn Oak QAF-LVB-02 QAF-LKB-02 QAA-FSP-35

Luvanto Design Strips
914mm x 2mm x 50 Strips per Pack

Black 3mm QAF-LVD-03 White 3mm QAF-LVD-04 Dust 3mm QAF-LVD-05 Silver 3mm QAF-LVD-06
5mm QAF-LVD-11 5mm QAF-LVD-12 5mm QAF-LVD-13 5mm QAF-LVD-14

Chalk 3mm QAF-LVD-23 Granite Sparkle 3mm QAF-LVD-25 Granite Grey 3mm QAF-LVD-26 Walnut 3mm QAF-LVD-28
5mm QAF-LVD-17 5mm QAF-LVD-19 5mm QAF-LVD-20 5mm QAF-LVD-22



Technical Specification

Produced to the following standards: ISO 9001; ISO 14001; CE.

Characteristics Test Method Design Design Premium Click Plus Click Plus Premium Endure Pro Craftsman

Warranty (Years)* - Lifetime Domestic 
Commercial 10

Lifetime Domestic 
Commercial 10

Lifetime Domestic 
Commercial 10

Lifetime Domestic 
Commercial 10

Lifetime Domestic 
Commercial 20

Domestic 20 
Commercial 10

Level of Use EN685 Heavy Domestic 23 
Heavy Commercial 33

Heavy Domestic 23 
Heavy Commercial 33

Heavy Domestic 23 
Heavy Commercial 34

Heavy Domestic 23 
Heavy Commercial 34

Heavy Domestic 23 
Heavy Commercial 34

Heavy Domestic 23
Heavy Commercial 34

Total Thickness EN428 2.5mm 2.5mm 5.0mm (including 
1.0mm IXPE underlay)                                   
Herringbone - 6.0mm 
(including 1.0mm IXPE 

underlay)

5.0mm (including 
1.0mm IXPE underlay)                                   
Herringbone - 6.0mm 
(including 1.0mm IXPE 

underlay)
Basketweave 6.0mm

(including 1.0mm IXPE 
underlay)

Chevron 8mm
(including 1.0mm IXPE

underlay)

6.0mm (including 1.0mm 
IXPE underlay)            

5.0mm (including 1.0mm 
IXPE underlay)

Wear Layer EN429 0.55mm 0.55mm 0.55mm 0.55mm 0.7mm 0.3mm

Total Weight EN430 4.55kg/m2 4.55kg/m2 Planks & Tiles - 8.18kg/m2                                      
Herringbone - 9.82kg/m2

Planks & Tiles - 8.18kg/m2                                      
Herringbone - 9.82kg/m2

8.63kg/m2 7.14kg/m2

Dimensions (Planks) EN427 152mm x 914mm
184mm x 1219mm

192mm x 1230mm                                                 180mm x 1220mm                                                 228mmx 1220mm 181mm x 1220mm 178mm x 1218mm

Dimensions (Tiles) EN427 305mm x 305mm
305mm x 610mm

305mm x 610mm 305mm x 610mm 305mm x 610mm 305mm x 610mm

Dimensions (Herringbone) EN427 76.2mm x 304.8mm 
107mm x 534mm

107mm x 534mm 126mm x 630mm 126mm x 630mm -

Dimensions (Patterns) EN427 - Basketweave 
600mm x 600mm

Chevron 
135mm x 538mm

Basketweave 
600mm x 600mm

-

Surface Treatment - PU PU PU PU PU PU

Sound Reduction ISO 10140-3/ISO717-2 4dB 4dB 21dB 21dB 22dB 21dB

Slip Resistance DIN 51130 R10 R10 R10 R10 R10 R9

Pendulum Test BS7976-2:2002 Dry 62 (Low)/Wet 50 (Low) Dry 64 (Low)/Wet 58 (Low) Dry 63 (Low)/Wet 53 (Low) Planks and Herringbone 
Dry 64 (Low)/Wet 58 (Low)                                                            

Tiles       
Dry 74 (Low)/Wet 62 (Low)                                   

Basketweave 
Dry 73 (Low)/Wet 66 (Low)  

Chevron
Dry 73 (Low)/Wet 67 (Low)

Dry 62 (Low)/Wet 38 (Low)                                                            Dry 68 (Low)/Wet 52 (Low)

Abrasion Resistance EN660-2 Group T Group T Group T Group T Group T EN 16511:2014 Class 33 
(≥ 2000 cycles)

Residual Indentation EN433 <0.1mm <0.1mm <0.1mm <0.1mm <0.1mm <0.1mm

Castor Chair Resistance EN425/ISO 4918 
25000 cycles Pass Pass Pass Pass Pass Pass

Colour Fastness to Light ISO 105 B02 >6 >6 Grade 6 Grade 6 Grade 6 Grade 6

Dimensional Stability EN434 <0.25% <0.25% <0.25% <0.25% <0.15%

Squareness and 
Straightness EN427 <0.12mm / <0.15mm <0.12mm / <0.15mm <0.08mm / <0.10mm <0.08mm / <0.10mm <0.08mm / <0.10mm <0.08mm / <0.10mm

Stain Resistance EN423 Pass Pass Pass Pass Pass EN 438-2 Class 5 
(unchanged)

Flammability EN13501-1:2007 Bfl-S1 Bfl-S1 Bfl-S1 Bfl-S1 Bfl-S1 Bfl-S1

Formaldehyde Emission EN14041:2004 Class E1 Class E1 Class E1 Class E1 Class E1 Not detected

Fungi Resistance ISO846 Growth Intensity 0 Growth Intensity 0 Growth Intensity 0

Waterproof - 100% 100% 100% 100% 100% 100%

VOC Emission - A+ A+ A+ A+ A+ A+

REACH EC No 1907/2006 Pass Pass Pass Pass Pass Pass

Thermal Resistance m²K/W 0.0112 0.0112 0.03 0.03 0.03 0.015

Underfloor Heating - Suitable, Max 27°C Suitable, Max 27°C Suitable, Max 27°C Suitable, Max 27°C Suitable, Max 27°C Suitable, Max 27°C

* Refer to the latest Luvanto Fitting Guidelines & Warranty for terms and conditions.
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